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High Power/Signal Connectors for Industrial Machinery
PQ Series

■Features
PQ50 and PQ50S Series [ Non water-resistant type ]

1. Side locking spring structure delivers a clear tactile 
click. 

    (Available on the PQ50 and PQ50S series)
The left and right buttons disengage the mated lock.
(Side locking system).  The easy mating operation delivers a clear 
tactile click. (Fig.1)

2. Strengthened cable clamps
    (Available on the PQ50 and PQ50S series)

Cable clamp strength is 98 N or more. (* Actual is 400 N or more.) 
The structure will prevent the mated connecter and clamp from 
detaching against excessive forces.

3. Different cover options
A robust, enhanced, shielded die-cast shell is available on the PQ50 
series or a engineered, light weight plated plastic resin shell for the 
PQ50S series. 
The die cast shell delivers an enhanced EMI shield on the PQ50 
series and the plated plastic resin of the PQ50S series’ cover case 
and panel shell ensure ESD and EMI performance.

4. Coding key system provides flexibility with multiple options 
    (Available on the PQ50 and PQ50S series)

The coding key system prevents incorrect mating and has multiple 
variations available.

5. Rear mounted panel shell is available.
    (Available on the PQ50 and PQ50S series)

After attaching the panel shell to the chassis, it is possible to install 
or remove the crimp housing. (Fig.2)

6. Reliable ground connection structure. 
   (Available on the PQ50 and PQ50S series)

The crimp contacts can be mounted directly onto the panel shell 
with screws which enhances the grounding connections. (Fig.3)

7. Supports NFPA79 compliant cables (with 600 V capability).
    (PQ50 Series)

Due to restrictions on the AWM cables by NFPA79 revision, the 
requirements of listed cables has increased for wires used in 
industrial machines in the U.S.A.  This product complies with the 
restrictions and requirements of NFPA79.

■General
The PQ series is an interface connector designed to 
handle high power/signal connections in industrial 
machinery. Available in a water-resistant or non-water-
resistant type, they are capable of handling up to 12.5 A 
per pin (PQ50S and PQ50W) or 19 A per pin (PQ50).

Variations
Non water-resistant 20 position type

Contact (19 A/pin) type

Non water-resistant 48 position type

Contact (12.5 A/pin) type

Water-resistant 50 pos. type

Contact (12.5 A/pin) type

Side locking structure emits a tactile click and produces a secure lock

It is possible to insert the terminated housing from the rear

Easy and reliable ground connection

Easy extraction

Panel Shell

Housing

M3 Screw

Chassis Panel

Female Contact

JIS C2805 
(R type, N type) 
or equivalent

Clear tactile 

click!

Fig.3

Fig.2

Fig.1

PQ50W PQ50S

PQ50
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PQ Series●High Power/Signal Connectors for Industrial Machinery

Panel Side:Male Cont.

Plug Side: Female Cont.

[Water-resistant type] PQ50W Series

1. Water resistant (IP65)
Rated at IP65 when in the mated condition.

2. Special locking structure. 
Special lever and cam structure delivers easier operation and assists 
with the insertion and extraction of this connector. (Fig.1)

3. Rear mounted unit offers easy operations. 
Two styles are available; one with 19 A/pin contacts or one with 12.5 A/
pin contacts. (Fig.2)

4. Metal plated cover of engineering plastic resin adds 
strength and EMI protection.
This robust connector uses a metal plated material of special 
engineering plastic for the cover and panel shell to ensure high ESD 
and EMI performance.

5. Independent ground contact structure. 
Secure grounding is accomplished by use of the plated plastic cover 
and the independent ground contacts. (Fig.3)

6. Coding key system provides flexibility with multiple options
The coding key system prevents incorrect mating and has 
multiple variations available.

[Contact variations] 

1. Available contact options
Two styles are available; one with 19 A/pin contacts or one with 12.5 
A/pin contacts.

2. Lance protection structure 
The side wall of the contact prevents lance deformation and helps to 
prevent tangled wires. (Fig.4)

3. Sequential contacts of different length are available 
Two types of different contact length are available for the male 
contact. (Fig.5)

4. Highly reliable contact structure 
The female contact assures a reliable connection by using multiple 
contact points and a unique spring structure. (Fig.6)

Special locking structure with lever

Fig.1

Supports mounting from the backside of the panel

Fig.2

Panel Side

Panel Side:Female Cont.

Plug Side: Male Cont.

Plug Side

Independent Ground Contacts

Fig.3

Independent Ground Contacts

Lance Protection Structure

Fig.4

[ 19 A/pin type ]
Male contact

[ 12.5 A/pin type ]
Male contact

Lance

Lance

Female contact

Female contact

Lance protection guard 

Lance protection guard

Different length sequential contacts 

Fig.5

Highly Reliable Contact Structure

Fig.6

Spring Defl ection

[ 19 A/pin type ]
[ 19 A/pin type ]
3 Point Contact

Sequence Contact
(Long)

Sequence Contact
(Long)

Standard Contact

Standard Contact

[ 12.5 A/pin type ]

[ 12.5 A/pin type ]
2 Point Contact

Two types of contacts can be 
used depending on application

1.2mm

1.2mm

Spring Defl ection

Multiple contact points and very fl exible spring 

design.
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PQ Series●High Power/Signal Connectors for Industrial Machinery

■Product Specifi cations
[Non water-resistant type] PQ50 Series

Ratings

Voltage AC/DC  600V Operating Temp. Range −40ç to +105ç

Current 19 A/pin
With UL1015 AWG#16

* Depending on current capacity 
of the cable used.

Storage Temp. 

Range
−55ç to +85ç

Items Specifi cations Conditions

1. Contact resistance 1 10 mø max Measured at 100 mA

2. Insulation 

resistance
Minimum of 5,000 Mø Measured at DC 500 V

3. Withstand voltage No fl ashover or breakdown. Apply AC 2,200 V for one minute.

4. Durability
Contact resistance: Increase by 10 mø or less 

from the initial value.
Perform 500 mating cycles.

5. Vibration 

resistance qNo electrical discontinuity of 10 µs or more.

wNo broken, cracked or loosened parts.

Frequency 10 to 55 Hz (5 min/cycle).

With half amplitude 0.75 mm, 2 hours each for 3 directions.

6. Shock resistance
Acceleration 490 m/s

2
, duration 11 ms, half-sine 

wave, 3 times each for 6 axial directions.

7. Temperature 

cycles

qChange of contact resistance: 20 mø or less

wInsulation resistance: minimum of 1,000 Mø

eNo broken, cracked or loosened parts. 

Temperature: −55 ➝ +15 to 35 ➝ +105 ➝ +15 

to +35ç

Time: 30 ➝ 2 to 3 ➝ 30 ➝ 2 to 3 min.

Subjected to 5 cycles of time and temp as noted. 

8. Moisture resistance 

in steady state

qChange of contact resistance: 20 mø max

w Insulation resistance:  minimum of 1,000 Mø 

(after drying). 

eNo breakage, cracks or loosened parts.

Left in environment of 60ç ±2° and humidity of 

90% to 95% for 96 hours.

9. Salt water spray
No signifi cant corrosion or   damage that 

impairs functioning.

5% concentration of salt water spray for 48 hours.

(in mated condition)

1 Excluding conductor resistance of the cable.

*For test methods not described here, JIS C 5402 is applied.

[ Non water-resistant type ] PQ50S Series

Rating

Voltage AC/DC  300V Operating Temp. Range −40ç to +105ç

Current 12.5 A/pin
With UL1007 AWG#18

* Depending on current capacity 
of the cable used.

Storage Temp. 

Range
−55ç to +85ç

Items Specifi cations Conditions

1. Contact resistance 1 5 mø max Measured at 100 mA

2. Insulation 

resistance
Minimum of 5,000 Mø Measured at DC 500 V

3. Withstand voltage No fl ashover or breakdown. Apply AC 2,200 V for one minute.

4. Durability
Contact resistance: Increase by 10 mø or less 

from the initial value.
Perform 500 mating cycles.

5. Vibration 

resistance qNo electrical discontinuity of 10 µs or more.

wNo broken, cracked or loosened parts.

Frequency 10 to 55 Hz (5 min/cycle)

With half amplitude 0.75 mm, 2 hours each for 3 

directions.

6. Shock resistance
Acceleration 490 m/s

2
, duration 11 ms, half-sine 

wave, 3 times each for 6 axial directions.

7. Temperature 

cycles

qChange of contact resistance: 10 mø or less

wInsulation resistance: Minimum of 1,000 Mø

eNo broken, cracked or loosened parts.

Temperature: −55 ➝ +15 to 35 ➝ +105 ➝ +15 

to +35ç

Time: 30 ➝ 2 to 3 ➝ 30 ➝ 2 to 3 min.

Subjected to 5 cycles of time and temp. as noted.

8. Moisture resistance 

in steady state

qChange of contact resistance: 10 mø or less

w Insulation resistance: Minimum of 1,000 Mø 

(after drying).

eNo broken, cracked or loosened parts.

Left in environment of 60ç ±2° and humidity of 

90% to 95% for 96 hours.

9. Salt water spray
No signifi cant corrosion or damage that impairs 

functioning.

5% concentration of salt water spray for 48 hours.

(in mated condition)

1 Excluding conductor resistance of the cable.

*For test methods not described here, JIS C 5402 is applied.
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PQ Series●High Power/Signal Connectors for Industrial Machinery

[ Water-resistant type ] PQ50W Series

Ratings

With 12.5 A/pin type contacts

Voltage AC/DC  300V Operating Temp. Range −40ç to +105ç

Current 12.5 A/pin
With UL1007 AWG#18

* Depending on current capacity 
of the cable used.

Storage Temp. 

Range
−55ç to +85ç

With 19 A/pin type contacts

Voltage AC/DC  600V Operating Temp. Range −40ç to +105ç

Current 19 A/pin
With UL1015 AWG#16

* Depending on current capacity 
of the cable used.

Storage Temp. 

Range
−55ç to +85ç

Items Specifi cations Conditions

1. Contact resistance 1 5 mø max Measured at 100 mA

2. Insulation 

resistance
Minimum of 5,000 Mø Measured at DC 500 V

3. Withstand voltage No fl ashover or breakdown. Apply AC 2,200 V for one minute.

4. Durability
Contact resistance: Increase by 10 mø or less 

from the initial value.
Perform 500 mating cycles.

5. Vibration 

resistance qNo electrical discontinuity of 10 µs or more.

wNo broken, cracked or loosened parts.

Frequency 10 to 55 Hz (5 min/cycle)

With half amplitude 0.75 mm, 2 hours each for 3 

directions.

6. Shock resistance
Acceleration 490 m/s

2
, duration 11 ms, half-sine 

wave, 3 times each for 6 axial directions.

7. Temperature 

cycles

qChange of contact resistance: 10 mø or less

wInsulation resistance: 1,000 Mø or more

eNo broken, cracked or loosened parts.

Temperature: −55 ➝ +15 to 35 ➝ +105 ➝ +15 

to +35ç

Time: 30 ➝ 2 to 3 ➝ 30 ➝ 2 to 3 min.

Subjected to 5 cycles of time and temp. as noted.

8. Moisture resistance 

in steady state

qChange of contact resistance: 10 mø or less

w Insulation resistance: 1,000 Mø or more

(after drying)

eNo broken, cracked or loosened parts.

Left in environment of 60ç ±2° and humidity of 

90% to 95% for 96 hours.

9. Salt water spray
No signifi cant corrosion or damage that impairs 

functioning.

5% concentration of salt water spray for 48 hours.

(in mated condition)

10. Water resistance IP65

1 Excluding conductor resistance of the cable.

*For test methods not described here, JIS C 5402 is applied.

■Materials
PQ50 Series

Item Parts Materials Finish Remarks

Receptacle
Crimp case PBT resin Black UL94V-0

Panel Shell Zinc die cast Nickel plating -

Plug

Crimp case PBT resin Black UL94V-0

Shell Stainless steel

Nickel plating --------------

Cover case Zinc die cast

M4 pan head machine 

screw
Steel

Clamp metal SPCE OR SPCD

M4 pan head machine 

screw
Steel

In-line plug

Crimp case PBT resin Black UL94V-0

In-line shell
Zinc die cast

Nickel plating --------------

In-line cover case

M4 pan head machine 

screw
Steel

Clamp metal SPCE OR SPCD

M4 pan head machine 

screw
Steel
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PQ Series●High Power/Signal Connectors for Industrial Machinery

PQ50S Series
Item Parts Materials Finish Remarks

Receptacle

Crimp case PBT resin Black UL94V-0

Panel Shell
Heat-resistant 

engineering plastic resin Nickel plating --------------

M4 insert nut Brass

Plug

Crimp case PBT resin Black UL94V-0

Shell Stainless steel

Nickel plating

--------------

Cover case
Heat-resistant 

engineering plastic resin
UL94V-0

M4 pan head machine screw Steel

--------------
Clamp metal SPCE OR SPCD

M4 pan head machine screw Steel

M4 insert nut Brass

PQ50W Series

Item Parts Materials Finish Remarks

Crimp case Crimp case PBT resin Black UL94V-0

Receptacle

Panel Shell
Heat-resistant 

engineering plastic resin Nickel plating
UL94V-0

Ground contact Stainless steel
--------------

O-ring for mating NBR

BlackLock lever PA resin UL94V-0

Rubber packing NBR --------------

Plug

Plug shell
Heat-resistant 

engineering plastic resin
Black UL94V-0

Ground contact Stainless steel Nickel plating

--------------
M3 tapping screw

Steel
Trivalent chromate

Cover case Nickel plating

Gasket NBR Red

Clamp metal (body) Heat-resistant 

engineering plastic resin
Black UL94V-0

Cable clamp

M3 insert nut Brass
Nickel plating --------------

M3 pan head machine screw Steel

● Contacts (PQ50, PQ50S, PQ50W)

Part No. Parts Materials Finish Remarks

PQ50 -15PCFA
Male contact

Copper alloy

Gold plating (contact area)

+

Tin plating (barrel area)
--------------

PQ50A -15PCFA

PQ50 -15SCFA Female contact

PQ50 -1618PCFA
Male contact

PQ50A -1618PCFA

PQ50 -1618SCFA Female contact

PQ50 -2022PCFA
Male contact

PQ50A -2022PCFA

PQ50 -2022SCFA Female contact

PQ50S -1822PCFA
Male contact

PQ50SA-1822PCFA

PQ50SA-1822SCFA Female contact

PQ50S -2428PCFA
Male contact

PQ50SA-2428PCFA

PQ50SA-2428SCFA Female contact
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PQ Series●High Power/Signal Connectors for Industrial Machinery

■Product Number Structure
●Crimp Housing

PQ 50 W S − 25 P − UNIT
❶ ❷ ❸ ❹ ❺ ❻ ❼

❶ Series name PQ

❷ Wiring style Crimping

❸ Connector specifi cations W…Water-resistant type None…Non water-resistant type

❹ Contact size S…Small contact (12.5 A/pin) type

❺ Shell size 25…25 pos. unit

❻ Contact type P…Male contact S…Female contact

❼ Shapes UNIT…Rear mount multiple unit None…Single unit

●Crimp contact

PQ 50 S A − 1822 PC F A
❶ ❷ ❸ ❹ ❺ ❻ ❼ ❽

❶ Series name PQ

❷ Wiring style Crimping

❸ Contact size S…Small contact (12.5 A/pin) type None…Standard contact (19 A/pin) type

❹ Contact usage
A…Sequence contact (long contact)

15…AWG#14~15
None…Standard contact

❺ Applicable cable type
1618…AWG#16~18 (UL1007, UL1015)

1822…AWG#18~22 (UL1007) AWG#17

2022…AWG#20~22 (UL1007, UL1015)

2428…AWG#24~28 (UL1007)  AWG#23

❻ Contact type PC…Male contact SC…Female contact

❼ Contact shapes F…End-to-end contacts (on reel) None…Discrete contacts

❽ Contact plating type A…Gold plating (contact area)

● Clamp metal

PQ W − CM (17.5)
❶ ❷ ❸ ❹

❶ Series name PQ

❷ Connector specifi cations W…Water-resistant type None…Non water-resistant type

❸ Clamp name Clamp metal

❹ Applicable cable diameter

(15.0)… For applicable cable diameter Ø15.0

(17.5)… For applicable cable diameter Ø17.5

(22.0)… For applicable cable diameter Ø22.0F
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PQ Series●High Power/Signal Connectors for Industrial Machinery

PQ50, PQ50S Series

PQ 50 S − 48 P − PC M
❶ ❷ ❸ ❹ ❺ ❻ ❼

❶ Series name PQ

❷ Wiring style Crimping

❸ Contact size S…Small contact (12.5 A/pin) type None…Standard contact (19 A/pin) type

❹ Shell size 20…20 pos. shell type 48…48 pos. shell type

❺ Contact type P…Male contact S…Female contact

❻ Case type
PC…Plug cover case

FL…Flange panel shell

JC…In-line cover case (for plug cover)

DS…In-line plug shell (for receptacle shell)

❼ Case material
M… Heat-resistant engineering plastic 

resin
None…Zinc die cast

PQ50W Series

PQ 50 W − 50 − PC
❶ ❷ ❸ ❹ ❺

❶ Series name PQ

❷ Wiring style Crimping

❸ Connector specifi cations Water-resistant type

❹ Shell size 50…50 pos. shell type

❺ Case type
PC…Plug cover case (plug cover case)

FL…Flange panel shell (receptacle panel shell)

■Functional Diagram
PQ50, PQ50S Series

■Functional Diagram
PQ50W Series

qPanel mount receptacle

  (Female contact)

qPanel mount receptacle

wCable plug

  (Male contact)

wCable plug

eIn-line jack

 (Female contact)F
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PQ Series●High Power/Signal Connectors for Industrial Machinery

■Panel mount receptacle  PQ50 Series

■Crimp case (19 A/pin, for female contact)

■Cable Plug  PQ50 Series
■Crimp case (19 A/pin, for male contact)

■ Panel Shell

■Cover case 

Part No. HRS No. Packaging

PQ50-20S 236-2014-2 00 50 pcs/box

PQ50-20S(01) 236-2014-2 01 1 piece/box

Part No. HRS No. Packaging

PQ50-20S-FL 236-2001-0 00 50 pcs/box

PQ50-20S-FL(01) 236-2001-0 01 1 piece/box

Part No. HRS No. Packaging

PQ50-20P 236-2011-4 00 50 pcs/box

PQ50-20P(01) 236-2011-4 01 1 piece/box

Part No. HRS No. Packaging

PQ50-20P-PC 236-2000-8 00 50 pcs/box

PQ50-20P-PC(01) 236-2000-8 01 1 piece/box

2-φ4.3±0.2

R2M
AX

R2M
AX

R2M
AX

R2MAX

R2M
AX

28.4±0.3

22
.1

±
0.

3

33
.2

±
0.

3

40.6±0.3

16
.6

±
0.

1

51.5±0.1

R
2M

A
X

R
2M

A
X

R
2M

A
X

R
2M

A
X

R
2
M

A
X

51.5±0.1

1
6
.6

±
0

.1

48.6±0.3

40.6±0.3

2
1

±
0

.3

3
3

.2
±

0
.3

2-M3×0.5 (through hole)

3
1
.22

1

46.6

38.6
19.4310.7

4
3
.2

3
1
.2

21
 (i

nt
er

se
cti

on
)

1
0
.5

13
.2

(in
ter
se
cti
on

)

2-M
4×

0.7
(thr
oug
h h
ole

)

2-M
4×

0.7
(thr
oug
h h
ole

)

63
51.5
48()
38.6

27.2(intersection)
38.4
48()

2-
M3×

0.5
(thr
oug
h h
ole

)

2-
M3×

0.5
(thr
oug
h h
ole

)

Recommended panel dimensions for attaching 
panel shell from panel’s back side.

Recommended panel dimensions for attaching 
panel shell from panel’s front side.

PQ50-20S

27.8

25.6
13
1.7

8.
6

28
.4

27

6.
2

(P
=

6.
2)

18
.6

27.1

18.4

9.2
(P=4.6)

(39.4)

PQ50-20P

1

2

3

4

EDCBA

4

3

2

1

ABCDE

33.3

8.
8

12
.8

28
.6

18
.6

6.
2

(P
=

6.
2)

27
18.4
9.2

(P=4.6)

(48.8)

2

JIS B 1188 M4×0.7×16
M4×0.7

(1
6)

27

34.2

42.8

48.8

33.2
28

17.6

M4×0.7×8.1φ4.3

64

15
.1

12
.5

11
.5

56
.5

R12.5

M4×0.7×9
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PQ Series●High Power/Signal Connectors for Industrial Machinery

Part No. HRS No. Packaging

PQ50-20S-JC 236-2002-3 00 50 pcs/box

PQ50-20S-JC(01) 236-2002-3 01 1 piece/box

Part No. HRS No. Packaging

PQ50-20S-DS 236-2015-5 00 50 pcs/box

PQ50-20S-DS(01) 236-2015-5 01 1 piece/box

Part No. HRS No. Packaging

PQ50S-48P 236-2023-3 00 60 pcs/box

PQ50S-48P(01) 236-2023-3 01 1 piece/box

Part No. HRS No. Packaging

PQ50S-48P-PCM 236-2003-6 00 60 pcs/box

PQ50S-48P-PCM(01) 236-2003-6 01 1 piece/box

JIS B 1188 M4×0.7×16

2

M4×0.7

(1
6)

38.6

42.8

48.8

33.2
28

17.6

M4×0.7×8.1

M4×0.7×9

φ4.3

64
15

.1
12

.5
11

.5

56
.5

R12.5

33.1

40.5

38.6

27.2

33

10
.2

31
.2

AABCDEFGH B C D E F G H

1

2

3

4

5

6

PQ50S-48P

1

2

3

4

5

6

33.3

12
.8

8.
8

28
.6

19
.2

5

11
.5

5

3.
85

(P
=

3.
85

)

3.75

34

26.25

18.75
11.25

(55.8)

(P=3.75)

JIS B 1188 M4×0.7×16

M4×0.7

(1
6)

50

56

M4×0.7×6.5

M4×0.7×6.5

φ4.3

79

64

38.2
28

17.6

17
.614

R12.5

■In-Line Cable Plug  PQ50 Series
■ In-line Cover case

■In-line Cover case 

■ Cable Plug  PQ50S Series
■Crimp case (12.5 A/pin, for male contact)

■Cover case
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PQ Series●High Power/Signal Connectors for Industrial Machinery

M4×0.7

JIS B 1188 M4×0.7×12

(1
2)

37.16

45.4

23.5
(intersection)

2-4.4

1.
6

5.
5

10

15

22

M4×0.7

JIS B 1188 M4×0.7×12

(1
2)

37.16

45.4

27

2-4.4

1.
5

11
.9

10

■Panel mount receptacle  PQ50S Series
■Crimp cace (12.5 A/pin, for female contact)

■Clamp metal common for PQ50 and PQ50S Series
■Clamp metal for Ø15.0mm cable type

■Panel Shell

■Clamp metal for Ø22.0mm cable type

PQ50S-48S

ABCDEFGH

1

2

3

4

5

6

27.95

25.75

13.15

1.7

34.1

(46.4)

26.25

18.75

11.25

8.
6

27 28
.4

11
.5

5

P
=

3.
85

19
.2

5

P=3.75

2-φ4.3±0.2

R2 

MAX

R2 MAX
R2 MAX

16
.6

±
0.

1

22
.8

±
0.

3

58.5±0.1

36.3±0.3

33
.2

±
0.

3

47.6±0.3

2-M3×0.7 (through hole)

R2 
MAX R2 

MAX

R
2
 

M
A

X

58.5±0.1

1
6
.6

±
0
.1

3
3

.2
±

0
.3

47.6±0.3

2
1

.8
±

0
.3

Recommended panel dimensions for attaching 
panel shell from panel’s back side.

Recommended panel dimensions for attaching 
panel shell from panel’s front side.

2
1
.8

45.614.87.610.7

57.6

21
.8

 (i
nt

er
se

ct
io

n)

14
.8

 (i
nt

er
se

ct
io

n)

3
1
.2

1
1
.3

69.7

35.1 (intersection)
49.4

56 (intersection)

58.5
56 (intersection)

45.6

M4×0.7×6.5

Part No. HRS No. Packaging

PQ50S-48S 236-2024-6 00 60 pcs/box

PQ50S-48S(01) 236-2024-6 01 1 piece/box

Part No. HRS No. Packaging

PQ50S-48S-FLM 236-2004-9 00 60 pcs/box

PQ50S-48S-FLM(01) 236-2004-9 01 1 piece/box

Part No. HRS No. Packaging

PQ-CM(15.0) 236-2005-1 00 60 pcs/box

PQ-CM(15.0)(01) 236-2005-1 01 1 piece/box

Part No. HRS No. Packaging

PQ-CM(22.0) 236-2013-0 00 50 pcs/box

PQ-CM(22.0)(01) 236-2013-0 01 1 piece/box
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No.E1

No.E5

No.A1

No.A5

20.616.85

19.5
15
7.5

23
.9

24
.9

14
.8

7.
4

No.A1

No.A5

No.E1

No.E5

20.616.8519.5
15
7.5

23
.9

24
.9

14
.8

7.
4

B

B

PQ50W

35
.8

34
.9

(102)

44.3
65.8

(3
6.

3)

(2
8)

(5
)

■Cable Plug   PQ50W Series

■Crimp case (12.5A/pin, for male contact)

■Crimp case  (12.5 A/pin, for female contact)

■Panel mount receptacle   PQ50W Series
■Panel Shell

58.8±0.1

50±0.1

2
7

.4
±

0
.1

2
3

.4
±

0
.1

R2.5MAX

4-M3 (through hole)

Panel dimensions for attaching panel 
shell from panel’s front side.

Part No. HRS No. Packaging

PQ50WS-25S-UNIT 236-2022-0 00 1 piece/box

Part No. HRS No. Packaging

PQ50WS-25P-UNIT 236-2021-8 00 1 piece/box

Part No. HRS No. Packaging

PQ50W-50-FL 236-2020-5 00 1 piece/box
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PQ Series●High Power/Signal Connectors for Industrial Machinery

PQ
50

W

31.5

31

35.9
55.5

80
.5

65
.5

(2
.4

5)
34

2827

(3
)

35.5

■Cable Plug  PQ50W Series

■Cover Case

■Metal Cable Clamp for PQ50W Series
■Cable clamp for Ø17.5 mm cable type

Part No. HRS No. Packaging

PQ50W-50-PC 236-2018-3 00 1 piece/box

Part No. HRS No. Packaging

PQW-CM(17.5) 236-2019-6 00 1 piece/box
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PQ Series●High Power/Signal Connectors for Industrial Machinery

Crimp Contacts
■Male contact (19 A/pin type) 

■Female contact (19 A/pin) type

Part No. HRS No. Packaging Applicable Cables

PQ50 -15PCFA(Note) 236-2016-8 00 3,500 pcs/reel AWG#14~15, insulator outer diameter max. Ø3.3 mm

PQ50A-15PCFA 236-2073-1 00 3,500 pcs/reel AWG#14~15, insulator outer diameter max. Ø3.3 mm

PQ50 -1618PCFA   236-2006-4 00 3,500 pcs/reel AWG#16~18 (UL1007, UL1015), insulator outer diameter max. Ø3.3 mm

PQ50A-1618PCFA 236-2007-7 00 3,500 pcs/reel AWG#16~18 (UL1007, UL1015), insulator outer diameter max. Ø3.3 mm

PQ50 -2022PCFA   236-2031-1 00 3,500 pcs/reel AWG#20~22 (UL1007, UL1015), insulator outer diameter max. Ø2.7 mm

PQ50A-2022PCFA 236-2032-4 00 3,500 pcs/reel AWG#20~22 (UL1007, UL1015), insulator outer diameter max. Ø2.7 mm

PQ50 -15PCA 236-2037-8 00 100 pcs/pack AWG#14~15, insulator outer diameter max. Ø3.3 mm

PQ50A-15PCA 236-2073-1 00 100 pcs/pack AWG#14~15, insulator outer diameter max. Ø3.3 mm

PQ50 -1618PCA 236-2038-0 00 100 pcs/pack AWG#16~18 (UL1007, UL1015), insulator outer diameter max. Ø3.3 mm

PQ50A-1618PCA 236-2040-2 00 100 pcs/pack AWG#16~18 (UL1007, UL1015), insulator outer diameter max. Ø3.3 mm

PQ50 -2022PCA 236-2039-3 00 100 pcs/pack AWG#20~22 (UL1007, UL1015), insulator outer diameter max. Ø2.7 mm

PQ50A-2022PCA 236-2041-5 00 100 pcs/pack AWG#20~22 (UL1007, UL1015), insulator outer diameter max. Ø2.7 mm

Note: Applicable wire is AWG#14~15. Insulation diameter Ø3.30mm max. When crimping AWG#14(UL1015 Ø3.80mm), 

 due to the design of insulation barrel, the shape of crimp does not cover insulation. It does not affect the product quality. 

 Refer to ATAI-E-2926 for crimp quality standards.

Part No. HRS No. Packaging Applicable Cables

PQ50-15SCFA(Note) 236-2017-0 00 3,500 pcs/reel AWG#14~15, insulator outer diameter max. Ø3.3 mm

PQ50-1618SCFA 236-2008-0 00 3,500 pcs/reel AWG#14~15 (UL1007, UL1015), insulator outer diameter max. Ø3.3 mm

PQ50-2022SCFA 236-2010-1 00 3,500 pcs/reel AWG#20~22 (UL1007, UL1015), insulator outer diameter max. Ø2.7 mm

PQ50-15SCA 236-2043-0 00 100 pcs/pack AWG#14~15 (UL1007, UL1015), insulator outer diameter max. Ø3.3 mm

PQ50-1618SCA 236-2044-3 00 100 pcs/pack AWG#16~18 (UL1007, UL1015), insulator outer diameter max. Ø3.3 mm

PQ50-2022SCA 236-2045-6 00 100 pcs/pack AWG#20~22 (UL1007, UL1015), insulator outer diameter max. Ø2.7 mm

Note: Applicable wire is AWG#14~15. Insulation diameter Ø3.30mm max. When crimping AWG#14(UL1015 Ø3.80mm), 

 due to the design of insulation barrel, the shape of crimp does not cover insulation. It does not affect the product quality. 

 Refer to ATAI-E-2926 for crimp quality standards.

0.9

3.8

2.2

3

0.9

3.8

2.2

3

24
.3

5

23
.1

5

PQ50-**PC*A PQ50A-**PC*A

2.9

3.93

18
.9

F
eb

.1
.2

01
6 

 C
op

yr
ig

ht
 2

01
6 

H
IR

O
S

E
 E

LE
C

T
R

IC
 C

O
., 

LT
D

. A
ll 

R
ig

ht
s 

R
es

er
ve

d.



14

PQ Series●High Power/Signal Connectors for Industrial Machinery

Crimp Contacts
■Male contact (12.5 A/pin type)

■Female contact (12.5 A/pin type)

Part No. HRS No. Packaging Applicable Cables

PQ50S -1822PCFA 236-2025-9 00 6,000 pcs/reel AWG#17~22 (UL1007), insulator outer diameter max. Ø2.25 mm

PQ50SA-1822PCFA 236-2029-0 00 6,000 pcs/reel AWG#17~22 (UL1007), insulator outer diameter max. Ø2.25 mm

PQ50S -2428PCFA 236-2027-4 00 6,000 pcs/reel AWG#23~28 (UL1007), insulator outer diameter max. Ø1.8 mm

PQ50SA-2428PCFA 236-2030-9 00 6,000 pcs/reel AWG#23~28 (UL1007), insulator outer diameter max. Ø1.8 mm

PQ50S -1822PCA 236-2046-9 00 100 pcs/pack AWG#17~22 (UL1007), insulator outer diameter max. Ø2.25 mm

PQ50SA-1822PCA 236-2048-4 00 100 pcs/pack AWG#17~22 (UL1007), insulator outer diameter max. Ø2.25 mm

PQ50S -2428PCA 236-2047-1 00 100 pcs/pack AWG#23~28 (UL1007), insulator outer diameter max. Ø1.8 mm

PQ50SA-2428PCA 236-2049-7 00 100 pcs/pack AWG#23~28 (UL1007), insulator outer diameter max. Ø1.8 mm

Part No. HRS No. Packaging Applicable Cables

PQ50S-1822SCFA 236-2026-1 00 6,000 pcs/reel AWG#17~22 (UL1007), insulator outer diameter max. Ø2.25 mm

PQ50S-2428SCFA 236-2028-7 00 6,000 pcs/reel AWG#23~28 (UL1007), insulator outer diameter max. Ø1.8 mm

PQ50S-1822SCA 236-2050-6 00 100 pcs/pack AWG#17~22 (UL1007), insulator outer diameter max. Ø2.25 mm

PQ50S-2428SCA 236-2051-9 00 100 pcs/pack AWG#23~28 (UL1007), insulator outer diameter max. Ø1.8 mm

1
8
2
2
P

1
8
2
2
P

0.7

2.25

1.35

2.15

0.7

2.25

1.35

2.15

2
4

.4

2
3

.2

PQ50S-****PC*A PQ50SA-****PC*A

Wire gauge
marking

Wire gauge
marking

1
8

2
2

S

2.15

2.25

2.15

1
7

.8

Wire gauge
marking
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27.7

24.8

3

5.
95

2.
9

27.8

23.7

3.
05

1.
8

2.23

PQ50S/RE-MD

75

Ø1
0

80

Ø7PQ50/RE-MDPQ50/RE-MD

Coding Key System
■For 19 A/pin type crimp case

■For 12.5 A/pin type crimp case

■For 12.5 A/pin type crimp housing 

Part No. HRS No. Packaging

PQ50-SC-KY 236-2009-2 00 100 pcs/pack

Part No. HRS No. Packaging

PQ50S-SC-KY 236-2033-7 00 100 pcs/pack

Part No. HRS No. Packaging

PQ50S/RE-MD 902-2202-2 00 1 piece/box

Part No. HRS No. Packaging

PQ50/RE-MD 902-2201-0 00 1 piece/box

Contact Extraction Tools
■For 19 A/pin type crimp housing 
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  Hand Crimp Tool
The complete hand tool with crimper frame (1) is available for each terminal and wire gauge.  Parts (2) to (8) can 

be ordered to accommodate repairs and to be able to switch to other wire gauges without having to purchase 

another complete tool.

Part No. HRS No.

HT702 250-1001-1 00

Switch wire crimper and insulation crimper die according to 

the wire size being used.

①Crimper Frame

qCrimper Frame

* Unit Name

Upper row: Part No.

Lower row: HRS No.

Applicable Contacts

Applicable Cables

UL AWG
wIC

(Insulation Crimper)

HT702

【250-1001-1】

PQ50-1618(1007)

【250-1002-4】 PQ50-1618PCA

PQ50-1618SCA

UL1007
16 286191 

【250-1002-4(61)】18

PQ50-1618(1015)

【250-1003-7】 UL1015
16 285990 

【250-1003-7(61)】18

PQ50A-1618(1007)

【250-1004-0】 PQ50 -1618PCA

PQ50A-1618PCA

UL1007
16 286191 

【250-1004-0(61)】18

PQ50A-1618(1015)

【250-1005-2】 UL1015
16 285990 

【250-1005-2(61)】18

PQ50-2022(1007)

【250-1006-5】 PQ50-2022PCA

PQ50-2022SCA

UL1007
20 286197 

【250-1006-5(61)】22

PQ50-2022(1015)

【250-1007-8】 UL1015
20 286193 

【250-1007-8(61)】22

PQ50A-2022(1007)

【250-1008-0】 PQ50 -2022PCA

PQ50A-2022PCA

UL1007
20 286197 

【250-1008-0(61)】22

PQ50A-2022(1015)

【250-1009-3】 UL1015
20 286193 

【250-1009-3(61)】22

PQ50-14(1015)

【250-1019-7】
PQ50-15PCA

PQ50-15SCA
UL1015 14

286629 

【250-1019-7(61)】

PQ50A-14(1015)

【250-1021-9】
PQ50 -15PCA

PQ50A-15PCA
UL1015 14

286629 

【250-1021-9(61)】

PQ50S-1820(1007)

【250-1010-2】 PQ50S-1822PCA

PQ50S-1822SCA
UL1007

18 286219

【250-1010-2(61)】
20

PQ50S-2022(1007)

【250-1011-5】
286220

【250-1011-5(61)】22

PQ50SA-1820(1007)

【250-1012-8】
PQ50SA-1822PCA UL1007

18 286219

【250-1012-8(61)】
20

PQ50SA-2022(1007)

【250-1013-0】
286220

【250-1013-0(61)】22

Ex.: When unit PQ50-1618 (1007) is purchased as a whole, all of parts (2) through (8) are included.

If the insulation crimper (IC) only is needed for PQ50-1618(1007), then CL250-1002-4-61 should be ordered.
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PQ Series●High Power/Signal Connectors for Industrial Machinery

Upper row: Part No. / Lower row: HRS No.

eWC 

(Wire Crimper)

rIA

(Insulation Anvil)

tWA

(Wire Anvil)
yContact Holder A

uContact Holder 

B/C
iCrimper Spacer

285991 

【250-1002-4(62)】
285992 

【250-1002-4(63)】
285993 

【250-1002-4(64)】
285994 

【250-1002-4(65)】
285995 

【250-1002-4(66)】
285996

【250-1002-4(67)】

285991 

【250-1003-7(62)】
285992 

【250-1003-7(63)】
285993

【250-1003-7(64)】
285994 

【250-1003-7(65)】
285995

【250-1003-7(66)】
285996

【250-1003-7(67)】

285991 

【250-1004-0(62)】
285992 

【250-1004-0(63)】
285993 

【250-1004-0(64)】
285994 

【250-1004-0(65)】
286192

【250-1004-0(66)】
285996

【250-1004-0(67)】

285991 

【250-1005-2(62)】
285992 

【250-1005-2(63)】
285993 

【250-1005-2(64)】
285994 

【250-1005-2(65)】
286192

【250-1005-2(66)】
285996

【250-1005-2(67)】

286194 

【250-1006-5(62)】
285992 

【250-1006-5(63)】
286196 

【250-1006-5(64)】
285994 

【250-1006-5(65)】
285995 

【250-1006-5(66)】
285996

【250-1006-5(67)】

286194 

【250-1007-8(62)】
285992 

【250-1007-8(63)】
286196 

【250-1007-8(64)】
285994 

【250-1007-8(65)】
285995 

【250-1007-8(66)】
285996

【250-1007-8(67)】

286194 

【250-1008-0(62)】
285992 

【250-1008-0(63)】
286196 

【250-1008-0(64)】
285994 

【250-1008-0(65)】
286192

【250-1008-0(66)】
285996

【250-1008-0(67)】

286194 

【250-1009-3(62)】
285992 

【250-1009-3(63)】
286196 

【250-1009-3(64)】
285994 

【250-1009-3(65)】
286192

【250-1009-3(66)】
285996

【250-1009-3(67)】

286630

【250-1019-7(62)】
286631 

【250-1019-7(63)】
286632

【250-1019-7(64)】
285994 

【250-1019-7(65)】
285995

【250-1019-7(66)】
285996

【250-1019-7(67)】

286630

【250-1021-9(62)】
286631 

【250-1021-9(63)】
286632

【250-1021-9(64)】
285994 

【250-1021-9(65)】
286192

【250-1021-9(66)】
285996

【250-1021-9(67)】

286223 

【250-1010-2(62)】
286225

【250-1010-2(63)】
286226 

【250-1010-2(64)】
286233

【250-1010-2(65)】
286234 

【250-1010-2(66)】
285996

【250-1010-2(67)】

286224 

【250-1011-5(62)】
286225

【250-1011-5(63)】
286226 

【250-1011-5(64)】
286233

【250-1011-5(65)】
286234 

【250-1011-5(66)】
285996

【250-1011-5(67)】

286223 

【250-1012-8(62)】
286225

【250-1012-8(63)】
286226

【250-1012-8(64)】
286233

【250-1012-8(65)】
286235

【250-1012-8(66)】
285996

【250-1012-8(67)】

286224

【250-1013-0(62)】
286225

【250-1013-0(63)】
286226

【250-1013-0(64)】
286233

【250-1013-0(65)】
286235

【250-1013-0(66)】
285996

【250-1013-0(67)】
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 MEMO : 
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2-6-3,Nakagawa Chuoh,Tsuzuki-Ku,Yokohama-Shi 224-8540,JAPAN
TEL: +81-45-620-3526  Fax: +81-45-591-3726
http://www.hirose.com
http://www.hirose-connectors.com

®

The characteristics and the specifications contained herein are for reference purpose.  Please refer to the latest customer drawings prior to use.
The contents of this catalog are current as of date of 1/2015. Contents are subject to change without notice for the purpose of improvements.
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http://www.hirose.com/cn/

GERMANY:
HIROSE ELECTRIC EUROPE B.V. GERMAN BRANCH
Herzog-Carl-Strasse 4 D-73760 Ostfildern
(Scharnhauser Park)
Phone : +49-711-4560-02-1
Fax : +49-711-4560-02-299
http://www.hirose.com/eu/

GERMANY:
HIROSE ELECTRIC EUROPE B.V. NUERNBERG OFFICE
Muggenhofer Str. 136 90429 Nuernberg
Phone : +49-911 32 68 89 63
Fax : +49-911 32 68 89 69
http://www.hirose.com/eu/

THE NETHERLANDS:
HIROSE ELECTRIC EUROPE B.V.
Hogehillweg #8 1101 CC Amsterdam Z-O
Phone : +31-20-6557460 
Fax : +31-20-6557469
http://www.hirose.com/eu/

GERMANY:
HIROSE ELECTRIC EUROPE B.V. HANOVER OFFICE
Bayernstr. 3, Haus C 30855 Langenhagen, Germany
Phone : +49-511 97 82 61 30
Fax : +49-511 97 82 61 35
http://www.hirose.com/eu/

USA:
HIROSE ELECTRIC (U.S.A.), INC. DETROIT OFFICE (AUTOMOTIVE)
Laurel Office Park III 17197 Laurel Park Drive 
Suite 253 Livonia, MI 48154
Phone : +1-734-542-9963
Fax : +1-734-542-9964
http://www.hirose.com/us/

FRANCE:
HIROSE ELECTRIC EUROPE B.V. PARIS OFFICE
Regus La Garenne Colombes,Place de La Belgique, 
71 Boulevard National La Garenne Colombes, 92250, France
Phone : +33 (0) 1 7082 3170
Fax : +33 (1) 7082 3101
http://www.hirose.com/eu/

UNITED KINGDOM:
HIROSE ELECTRIC EUROPE BV (UK BRANCH)
4 Newton Court, Kelvin Drive, Knowlhill, 
Milton Keynes, MK5 8NH
Phone : +44-1908 202050
Fax : +44-1908 202058
http://www.hirose.com/eu/

CHINA:
HIROSE ELECTRIC (SHANGHAI) CO., LTD.
1601, Henderson Metropolitan, NO.300, East Nanjing 
Road, Huangpu District, Shanghai, China 200001
Phone : +86-21-6391-3355
Fax : +86-21-6391-3335 
http://www.hirose.com/cn/

HONG KONG:
HIROSE ELECTRIC HONGKONG TRADING CO., LTD.
Room 1001, West Wing, Tsim Sha Tsui Centre, 66 
Mody Road, Tsim Sha Tsui East, Kowloon, Hong Kong
Phone : +852-2803-5338 
Fax : +852-2591-6560
http://www.hirose.com/hk/

CHINA:
HIROSE ELECTRIC TECHNOLOGIES (SHENZHEN) CO., LTD.
Room 09-13, 19/F, Office Tower Shun Hing Square, Di Wang Commercial Centre, 
5002 Shen Nan Dong Road, Shenzhen City, Guangdong Province, 518008
Phone : +86-755-8207-0851
Fax : +86-755-8207-0873
http://www.hirose.com/cn/

SINGAPORE:
HIROSE ELECTRIC SINGAPORE PTE. LTD.
10 Anson Road #26-1, International Plaza 
079903, Singapore
Phone : +65-6324-6113 
Fax : +65-6324-6123
http://www.hirose.com/sg/

KOREA:
HIROSE KOREA CO., LTD.
1261-10, Jeoungwhang-Dong, Shihung-City, 
Kyunggi-Do 429-450
Phone : +82-31-496-7000,7124
Fax : +82-31-496-7100
http://www.hirose.co.kr/

INDIA:
HIROSE ELECTRIC SINGAPORE PTE. LTD. DELHI LIAISON OFFICE
Office NO.519, Regus-Green Boulevard, Level5, Tower C, 
Sec62, Plot B-9A, Block B, Noida, 201301, Uttar Pradesh, India
Phone : +91-12-660-8018
Fax : +91-120-4804949
http://www.hirose.com/sg/

THAILAND:
HIROSE ELECTRIC SINGAPORE PTE. LTD.  
BANGKOK OFFICE (REPRESENTATIVE OFFICE)
Unit 4703, 47th FL., 1 Empire Tower, South Sathorn 
Road, Yannawa, Sathorn, Bangkok 10120 Thailand
Phone : +66-2-686-1255
Fax : +66-2-686-3433
http://www.hirose.com/sg/

INDIA:
HIROSE ELECTRIC SINGAPORE PTE. LTD. BANGALORE LIAISON OFFICE
Unit No.03, Ground Floor, Explorer Building International Tech 
Park Whitefield Road, Bangalore 560066 Karnataka, India
Phone : +91-80-4120 1907
Fax : +91-80-4120 9908
http://www.hirose.com/sg/

MALAYSIA:
HIROSE ELECTRIC SINGAPORE PTE. LTD.
1-10-07, Suntech @ Penang Cybercity (1164),Lintang 
Mayang Pasir 3,11950, Bayan Baru, Penang, Malaysia.
Phone : +604-619-2564 
Fax : +604-619-2574
http://www.hirose.com/sg/

F
eb

.1
.2

01
6 

 C
op

yr
ig

ht
 2

01
6 

H
IR

O
S

E
 E

LE
C

T
R

IC
 C

O
., 

LT
D

. A
ll 

R
ig

ht
s 

R
es

er
ve

d.

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

